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Main areas of use CRUISE SPEED WARHEAD TYPE
% Day and night use :
Target reconnaissance

High-precision strikes

TARGET HITTING

Destruction of equipment, fortified
points, ammunition depots

- on the operator‘s command with subsequent
capture and automatic targeting using

Anti-electronic warfare system campuier Misien:iechnelogy

TEMPERATURE RANGE WIND RESISTANCE

= Computer vision and automatic
= target tracking

) MESH and interaction with &
X reconnaissance UAVs

ANTI-ELECTRONIC FLIGHT CONTROL SYSTEM RECOMMENDED POWER PLANT
WARFARE SYSTEM MAXIMUM FLIGHT
ALTITUDE
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- Autopilot with the full auto and navigation mode.

S

GPS/GLONASS blocking, as well as navigation
- special anti-EW field spoofing, with automatic switching to the
system inertial navigation system

TAKE OFF METHOD LANDING TELEMETRY AND VIDEO TRANSMISSION CHANNEL

- line-of-sight range of up to 35 km,

- range with MESH technology up to 46 km,
- two-way digital channel with encryption

% AES 128 (256),
e - MESH technology with the ability to control and transmit video

simultaneously by several UAVs or relay a signal from one to another UAV
(for example, reconnaissance and strike UAVs)
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